
ADJUSTABLE SPEED DRIVES
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EXTREME PERFORMANCE 

LARGE SAVINGS

The Toshiba MTX2®-60 NEMA 3R 

outdoor  medium voltage adjustable 

speed drive, is one of the most 

innovative outdoor ASD offerings 

to date.

Featuring an advanced enclosure 

and power section topology, and 

it is specifically designed for 

outdoor installations and operation 

in remote locations with extreme 

temperature conditions.

Lower Cost of Ownership
Outdoor NEMA 3R design eliminates the cost of integrating drive into climate 

controlled building. Lifetime operational costs are reduced by the elimination 

of air handling units. 

Extreme Operating Conditions
Innovative totally enclosed heating and cooling design with cabinet enclosure 

provides operating temperatures of -45°C to 50°C.

Removable Power Modules
Integral design allows for removal of power modules for maintenance or repairs. 

Cooling system, IGBT’s and oil-filled DC bus capacitors are contained in each module, 

reducing spare parts inventory. 

Integrated Isolation Transformer
Phase shifting transformer simplifies the design, reducing overall installation 

footprint and overall harmonics. Toshiba’s integrated transformers meet or exceed 

IEEE® 519-2014 harmonic standards.

Input Control Disconnect Section
Provides system safety through pad-lockable input disconnect switch interlocked 

with main vacuum contactor. Viewing window provides external visibility for 

disconnect blade position.

Multi-level Output Waveform
Power circuit design provides a multi-level pulse width modulation output to the 

motor. Additive multi-level output waveform removes the need for special rated 

cables and additional output filtering, which reduces overall system costs and design.

Pre-charge Circuit
Reduces inrush current to the transformer and capacitors. This reduces stress on 

components, which can impact life expectancy.  

Oil Filled Capacitors
20 year life expectancy, minimizes life cycle replacement cost 

of main DC bus capacitors.

Versatile Control Interface
Flexible program offers a variety of functions utilizing 10 digital inputs/outputs, 3 

analog inputs/outputs. Analog outputs are expandable up to 8 total outputs without 

the need of additional expansion boards.  

Synchronous Motor Transfer

Allows control, transfer or capture of multiple motors between adjustable speed drive 

control and utility power. Single drive synchronous systems reduce overall system 

footprint and cost, compared to multiple single drive/motor designs. Toshiba’s 

synchronous motor transfer requires additional motor and control center.



COMMUNICATION OPTIONS 

The MTX2-60 drive offers a wide array of easily 

installed option boards. These boards allow the 

user to communicate with a wide variety of systems.

Options include:

OTHER SPECIAL FEATURES

ADDITIONAL MTX2-60 OPTIONS 

The MTX2-60 can be supplied with additional 

options including expanded controls allowing 

greater flexibility or providing better protection for 

a user’s application. These options include:

•  DeviceNET®

•  EtherNet®/IP®

•  Modbus® RTU

• Modbus® TCP

•  Profibus®

• TOSLINE-S20

•  TCNet

•  Ethernet® Global Data (EGD)

•  Voltage Source Inverter (VSI) with Simple  

& Reliable V/Hz Control and PID Control

•  Induction Motor: Sensor and Sensorless Vector Control 

Synchronous Motor: Sensor and Sensorless Control 

PM Motor: Sensor and Sensorless Control

• Walk-In Enclosure for Operators to Access Controls and Power Modules

•  Door-Mounted Equipment: Meters, Pilot Lights, 

Speed Potentiometer, & Switches

•  Direct Online Maintenance Bypass

•  Motor Protection Relay, RTD Monitor

•  dV/dt or Sinewave Output Filters

•  Solid State Starter Maintenance Bypass

•  Sync-Xfer/Capture 

(Multiple Motors Synchronize Transfer & Capture)

•  Synchronous Motor Control (AC Brushless/DC Brush Type)

• Drive & Motor Space Heater (External Power)

MTX2-60

acks

hers

ranes

• Hoists

INDUSTRIES SERVED

• Oil & Gas

• Mining & Minerals

• Chemical

• Water & Wastewater

APPLICATIONS

• Pumps

• Fans

• Compressors

• Centrifuges

• Conveyors

• Mixers

• Pump J

• Crus

• Cr



MODEL RANGE 3500 TO 6000 HP

Voltage Rating 4160 VAC

Dimensions (H x W x D) 110” x 386” x 72”

Weight 47,500 lbs.

Current Rating (A) 434 496 558 620 682 744*

Nominal HP** (4160 V) 3500 4000 4500 5000 5500 6000

POWER REQUIREMENTS

Input Tolerance Voltage: ±10%; Frequency: ±5%

Main Circuit Three-Phase 4160 V; Integrated 36-Pulse Copper-Wound Isolation Transformer; Five-Level NPC Medium Voltage IGBT Output

Control Circuit Space Heaters: 480 V; Internal Control: 120 V;  Internal Heat Exchangers 460 V

CONTROL SPECIFICATIONS INPUT

Control Method Five-Level Pulse-Width Modulation (PWM) Output Control with Neutral-Point Clamping (NPC)

V/Hz Control V/Hz, Sensorless Vector Control, Variable Torque, Closed-Loop Vector Control & Constant Torque

Frequency Setting 4 to 20 mA, 0 to 10 VDC Serial Communication Input, & Rotary Encoder Integrated into EOI

Output Frequency 0 to 120 Hz

Speed Regulation Open Loop: Up to 0.5%, Closed Loop: Up to 0.1%

Main Protective Functions Current Limit, Overcurrent, Overload, Undervoltage, Overvoltage, Ground Fault, CPU Error & Soft Stall

Overload Current Rating 100% Continuous; 115% for One Minute Every 20 Minutes

CONTROL INTERFACE

Digital Input Ten Discrete Inputs with Programmable Functions

Digital Output Ten Available Digital Programmable Outputs

Analog Input Three Selectable Currents (0/4 to 20 mA) or Voltage (0 to 10 VDC) Input Signals

Analog Output Three Selectable Currents (0/4 to 20 mA) or Voltage (0 to 10 VDC) (Optional up to Maximum Eight)

Communications Ports Profibus®, Modbus® RTU & TCP, TOSLINE-S20, TCNet, Ethernet® Global Data (EGD), DeviceNet® & EtherNet®/IP®

SAFETY FEATURES

Standard Pad-Lockable Input Fuse Disconnect Switch with Vacuum Contactor, Interlocked Doors & Viewing Window

ELECTRONIC OPERATOR INTERFACE (EOI)

Display 4-Digit, 7-Segment LED Display and 4x20 Character Graphical Plain English Back-Lit LCD Display for Programming, Monitoring & Diagnostics

LED Indicators Run (Red)/Stop (Green) & Local (Green)

Keys Local/Remote, Enter, Mon/Prg, Esc, Run & Stop/Reset

Monitoring
Frequency Command Screen; Multiple Parameters Displayed: Motor Current, Motor Speed, Motor Voltage, DC Voltage, Input Voltage,  

Output Voltage, Run Time, Output Power, Motor kW, Motor kWH, Motor kVAH, Motor kVAR & On-Time Control Power

CONSTRUCTION

Enclosure White; NEMA 3R; Freestanding Totally Enclosed; Front-Access Only

Power Cables Bottom and Back Entry for Input/Motor Cables

Cooling Forced-Air Cooled, with Air-to-Air Heat Exchangers

Standards & Compliance NEC, NEMA, UL, ULC, ANSI, & American Recovery & Reinvestment Act Compliant

ENVIRONMENTAL CONDITIONS

Ambient Temperature -45°C to 50°C (Storage at -45°C, Aux. 480 V Power to be Applied)

Altitude 3,281 ft (1,000 m) Above Sea Level  (Up to 14,764 ft. Option Available With Derate)

Installation Outdoor

*110% Overload for One Minute Every 20 Minutes

**Typical HP rating of a 4-pole Motor. Contact Factory for Applications on Constant Torque loads 

© 2023 
Toshiba International Corporation 

Motors & Drives 
13131 West Little York Road 
Houston, Texas 77041 USA 

Tel +713-466-0277  
US 1-800-231-1412 

Rev.08ESSENCE1623

www.toshiba.com/tic

TOSHIBA MOTORS & DRIVES
Adjustable Speed Drives • Motors  • Motor Controls

MTX2-60



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


