MW500 - THE DECENTRALIZED N4X/IP66 DRIVE

The MW500 is a high-performance frequency inverter
designed to control three-phase induction and
permanent magnet motors. Its specialized functions
and robust protection rating (IP66/NEMA 4X) makes it
ideal for applications demanding exceptional precision
and durability. Additionally, the MW500 offers
remarkable flexibility, with the capability to be installed
directly on the wall or mounted on the motor, thereby
minimizing cabling and panel costs.

Ratings:
- 0.5 to 2HP @ 3/230VAC, 1-Phase to 3-Phase.
- 0.5 to 10HP @ 3/460VAC, 3-Phase to 3-Phase.

Control modes: Scalar (V/F), VVW, VVW for PM Motor & Vector Control
(Sensorless and closed loop with encoder feedback)

Heavy Duty (150% O/L for 60 Seconds) as a standard
Built-in Category-2 RFI Filter
Built-in SoftPLC (PLC functionality)

Ambient temperature 50°C w/o derating (when mounted on Self-ventilated
motor)

N4X/IP66 enclosure for indoor or outdoor (not in direct sunlight) use
LED status Indicators

Applications

Pumps
Fans/Blowers
Conveyors

Rollout tables
Mixers/Blenders
Commercial dryers

Dedicated potentiometer for speed reference B
Models with & w/o built-in disconnect switch General machinery
Remote Keypad available as an accessory Agitators

Suitable for wall mounting with a wall mounting kit

Flexible “Plug-In” Interface Modules, including Optional STO (Safe Torque
Off Module

RS-485 (Modbus RTU/BACnet) Communication as a standard.
Optional: CANopen, DeviceNet, Profibus DP, ProfiNet 10, Ethernet I/P,
Modbus TCP




MW500 - THE DECENTRALIZED N4X/IP66 DRIVE

Integral Speed
Potentiometer for
Speed Control

Optional Wall
Mounting Plate

Flash Memory Module
(CFW500-MMF)
Download original parameter values to
multiple other MW500 VFDs without the

need to applv power to the drives.

Status LEDs for ]
Easy Diagnostics J

Expansion Slot for
1/0 and Communication

J

Optional Integral
Disconnect Switch

3
( IP66 / NEMA 4X Rated
l Enclosure
g
I N
Remote Keypad (HMI) Conformal Coated Circuit Boards as Standard
(CFW500-KHMIR) (.:Iass 3C2 coatin.g for all circuit boards as standard' provides greater p.rotecti?n against
airborne contaminants. Meets IEC 60721-3-3 requirements for corrosive environments. )

For pricing, contact your Local WEG distributor.
To locate a distributor, Please visit https://www.weg.net/institutional/US/en/contact/where-to-buy
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WEG Electric Corp.

6655 Sugarloaf Pkwy.
Duluth, GA 30097
Phone: 1-800-ASK-4WEG
www.weg.net

US.MW500.flyer. 50142433




