
SRW01 Series – Smart Relays

The main function of the SRW01 is to protect and control 
electric motors in their most diverse industrial 
applications. Due to its reduced size and modular design, 
the relay is frequently used when space for its assembly is 
a determining point. The on-line monitoring options, 
failure diagnosis, and failure statistics allow preventive 
maintenance to be more effective, thus reducing the 
number of downtimes. It covers wide applications for 
continuous process plants in a wide variety of market 
segments.

Motor Management Diagnosis Systems

SRW01 Series Smart Relays

Standard Features
    J Three ways to parameterize, program, and monitor:

	 Via network protocols
	 Via HMI (Human Machine Interface)
	 Via USB port with free WLP (WEG Ladder Programmer) software

    J Standard 6 digital inputs and 4 digital outputs
    J Status LED indicators for digital inputs, outputs, network, operating condition, failure, and alarm
    J Digital Expansion Unit (EDU) for extra digital inputs and outputs
    J Current Measuring Unit (UMC) for three-phase electric motors
    J Current and Voltage Measuring Unit with Transformer (UMCT) for monitoring phase sequence, power factor, motor 

power, and power consumption
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Operating Modes
    J Transparent operation – digital inputs and outputs can beconfigured based on application requirements
    J Overload relay – similar function to an overload relay
    J Direct starter – DOL starter for single and three-phase motors
    J Reversing starter for three-phase starters
    J Start-delta starter for three-phase motors
    J Two windings starter for three-phase motors
    J PLC mode – the UMC/UMCT is not used in this operation

Mini USB 
connection
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Complete Line of Accessories

Dimensions

Digital Expansion Unit - EDU Human Machine Interface - HMI Earth Leakage Sensor (EL) USB Communication Cable

Connection Cable UC-HMI Communication Module USB Adapter for Panel Door

Fixing Adaptor Protection Covers - Replacement

DB9

USB Adapter for Panel Door
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Control Unit - UC Control Unit - UC (Ethernet)

SRW01-UC

Control Unit – UC (mm)
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